
TECHNICAL DATA

Vatral® 200 
Fire Protection Adhesive

Vatral® 200 is a non- combustible, inorganic, one-component alkali sili-
cate-based adhesive with excellent permanent adhesion, high strength and 
hydrophobic properties. It can be used for temperatures up to 1,250 °C,  
even after repeated cooling.

Handling

Vatral® 200 s ready to use. Mix the bucket container thoroughly before 
use, knead the spout bag lightly. Vatral® 200 can be applied over a wide 
area or selectively with a spatula or from the spout bag. Combing with a 
notched trowel ensures a constant layer thickness and extends the time 
required to join the materials to be bonded. It can also be applied using a 
squeegee or roller. For large-area applications, Vatral® 200 can be sprayed 
using a hand spray gun (e.g. Walther Pilot GM 1030P). 

General technical data Properties  

Density Approx. 1.60 g/cm3 •	 Non-combustible adhesive
•	 Hydrophobic
•	 �Very good permanent  

adhesion
•	 High durability
•	 Usable up to 1,250 °C

Color Light ivory

Behaviour in fire A1 According to DIN 
EN 13501-1:2019-05 

Classification 
report KB-
Hoch-141113-8

Adhesive 
strength
Fracture pattern

0.4 N/mm²

A

Based on
DIN EN 1015-12:2016-12

Viscosity Viscous

pH value Approx. 11 at 23 °C

Technical data shipbuilding status: 25.11.2025 Scope of application

Behaviour in fire in accordance 
with MED/3.13 
Non-combustible 
materials

"IMO Resolution 
MSC.307(88)-(FTP 
Code 2010)  
Annex 1, Part 1, as 
amended"

Module B:
EC-Type Examination Certificate
Certification No.: SEE0736P0004685

U.S. Coast Guard
Approval No.: 164.109/EC0736/
SEE0736P0004685 

•	 �Bonding Vatral® products to 
each other

•	 �Bonding of fleece to mineral 
wool

•	 �Bonding of textile fabric to  
mineral wool

•	 �Bonding of glass fiber fabric  
to mineral wool

•	 �Bonding aluminum foil to 
mineral wool

•	 �Bonding mineral wool to mason-
ry, plaster, concrete, metals

•	 �Bonding mineral wool to each 
other

•	 �Bonding steel pins with perfo-
rated base plate (e.g. Clavu-Por) 
to steel
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DELIVERY FORM* 
Spoutbag: 250 ml
Tubular bag: 600 ml
Bucket: 5 kg and 15 kg

Risk assessment according to the 
requirements of Directive 2014/90/
EU, Annex II, Part I.3 
All reasonably foreseeable risks are 
covered by the applicable standards.

FURTHER INFORMATION 
Slight irritant effect in contact with 
eyes and skin. In case of contact 
with eyes or skin, rinse thoroughly 
with water. Wear suitable protective 
gloves and goggles. The informa-
tion in the safety data sheet must 
be observed.

* ��Other container sizes on  
request.

TECHNICAL DATA

Vatral® 200 does not tend to flow and forms a superficial film after only 
4 minutes (recommended processing time up to 15 minutes when using 
notched trowels). Sufficient contact with ambient air must be ensured 
for the adhesive to cure. The surfaces to be bonded must be clean, dry 
and free of dust and grease. The room temperature must not be below  
10 °C during application. Clean the tools with water immediately after use.

Application Quantity

The application quantity depends on the condition of the substrate.

Curing Times

Vatral® 200 cures both physically by dehydration and by reaction with 
atmospheric carbon dioxide. At room temperature, the adhesive reach-
es its full strength after approx. 4 hours, complete curing after approx.  
24 hours. Restrictions in contact with ambient air extend the curing times 
(CO2 curing).

Storage and Transportation

Vatral® 200 should be stored frost-free and protected from heat and di-
rect sunlight. Close opened containers tightly. Unopened containers can 
be kept for at least 24 months if stored appropriately. Do not store in alu-
minum or galvanized containers. The storage and transport temperature 
must not fall below 10 °C.
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